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ABSTRACT

The stray light analysis of the sounding of the atmosphere using broadband emission radiometry (SABER) instrument on the
thermosphere-ionosphere-mesosphere energetics and dynamics (TIMED) mission is discussed. Relevant mission objectives and
operating conditions are stated to define the stray light problem. Since SABER is an earth limb viewing sensor, the telescope must
be designed for large off-axis rejection. Described are the key design features which make the instrument well suited for its mission.
Representative point source transmittance (PST) curves computed using the commercial stray light program APART are presented.
Non-rejected radiance (NRR) values computed using APART generated PST curves and LINEPACK generated curves for the total
radiance from the earth aixi the afinosphere are given. A method for computing NRR from the earth and the atmosphere using lineof-sight radiance profiles versus tangent height is described. Computed NRR values demonstrate that the effect of stray light on
SABER's measurement capability is negligible.

Keywords: APART, LINEPACK, PST, SABER, TIMED, stray light, non-rejected radiance, point source transmittance

1. INTRODUCTION
The SABER instrument is part of the TIMED mission scheduled for launch in 1998. The sensor is a follow-up to the LIMS instrument
which flew on Nimbus 7, however, SABER's sensitivity is expected to be 30 times that of LIMS. This paper discusses the stray light
design features and analysis of the SABER instrument.
Table 1. SABER Spectral passbands & noise equivalent radiances
SABER has stringent requirements for the rejection of
_______ ________________ ________________ __________
off-axis earth and atmospheric radiation which are
NER
Channel
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denser lower atmosphere and from the hard earth
surface. Thus even small amounts of non-rejected, offaxis radiation could seriously compromise the SABER
science measurements.

2. INSTRUMENT OVERVIEW
The instrument objectives and parameters of SABER
that are helpful in defming the stray light problem are
given below. The instrument is described in greater
depth in a companion paper.'

The SABER instrument is a 10-channel earth limb
viewing sensor that is to measure atmospheric emissions

264 ISPIE Vol. 2553
Downloaded From: http://proceedings.spiedigitallibrary.org/ on 09/24/2014 Terms of Use: http://spiedl.org/terms

_______________ _________

4.70E-10
1.952-2.189
________________ _________
4.70E-10
1.562-1.698

1.262-1.285

4.70E-10

0819419125/95/$6.OQ

in the 1 to 17 pm spectral range. The telescope, shown in Figure 1, is an on-axis design with a 52% central obscuration. The focal
length is 200 mm and the f-number is 2. The earth limb is scanned vertically using a single axis scan mirror. The incoming light
is limited by the aperture stop located at the primary mirror. A chopper that also functions as an intermediate or first field stop is
located at the cassegrain focus. The light is then refocused onto the focal plane by reimaging optics consisting of two mirrors. The
window is used to protect the filter and detector assemblies from contamination. The focal plane assembly consists of an array of
10 discrete detectors covered by 10 passband filters. The spectral passbands and the required noise equivalent radiance (NER) values
for each channel are tabulated in Table 1. Channels 2 and 3 have identical spectral passbands; because of their different locations
on the focal plane they have different fields of view and consequently provide a means for correcting spacecraft pointing variations.
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Primary Mirror
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Figure 1. SABER optical system

3. STRAY UGILT DESIGN FEATURES
The reimaging optics of SABER allow for the use of two important design features, an intermediate field stop and a Lyot (glare) stop.
The field stop blocks direct radiation, i.e. specular rays, from off-axis sources. Only scattered light from the mirrors, baffles, and
mechanical elements located prior to the intermediate stop are allowed to enter the reimaging part of the system. Scattered light from
these components are reduced as follows: First, the scan, primary, and secondary mirrors are superpolished. Second, a fore baffle
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is used to minimize the angles that the mirrors can be directly illuminated by off-axis sources. Next, the vane depth and spacing of
the fore ath mainbaffles are chosen to optimally trap izxident radiation. Finally, the baffle vanes and remaining non-optical elements
are coated with a highly absorptive paint. The other major design feature which suppresses stray light is the use of a cold Lyot stop
placed conjugate with the entrance aperture stop located at the primary mirror. This stop removes diffracted light from the edge of
the aperture stop and direct scatter from the baffles. The cold Lyot stop also limits the infrared background radiation from within
the telescope.

4. INSTRUMENT STRAY LIGhT PERFORMANCE
Stray light is the unwanted radiation that reaches a sensor's detector. Unwanted radiation is defined as any radiation that is outside
the desired field ofview ofthe sensor. The two main sources of stray light for SABER are the thermally emitted radiation from the
earth' s surface and emissions from the atmosphere. Other sources include reflected sunlight, or albedo, and thermally emitted
radiation from within the telescope. Several paths exist where radiation from these off-axis sources can reach the detector. They
include scattered radiation from optical and non-optical surfaces, diffraction from sharp edges such as the entrance port edge, and
direct illumination as can be the case with internal thermal emissions.
Thermal emissions from SABER components located in front of the chopper are neutralized by subtracting the instrument response
to deep space (the instrument zero-signal response) from each earth-limb measurement. Thermal emissions from components after
the chopper add nothing to the signal because they are unchopped. Thus, to first-other accuracy, thennal emissions from SABER
itself are not confused with signal, however they do contribute to the photon noise. So far this photon noise contribution has been
bOunded using first-order techniques, and it is included in the NER values tabulated in Table 1. An APART analysis to refine this
estimate is planned for next year. Thermal emissions from within SABER are not considered further in this paper.

The stray light analysis was performed using the APART program from Breault Research Organization, Inc. The dominate stray
light paths to the detector are scatter from the scan, primary, aiil secondary mirrors. Minor stray light paths include diffraction from
the intermediate field stop and Lyot stop edges, and scattered radiation off of the tertiary and quaternary mirrors. A useful output
of APART is the sensor's off-axis response to a point source which is discussed below.
The off-axis response of SABER is described by the point source transmission (PSI) curve. The PST curve shown in Figure 2 (solid
line) is for channel 3 with a field-of-view tangent height of 100 km. The PST is defined as the power on the detector, as afunction
of a point source's off-axis angle, normalized by the detector power from the point source on-axis, or

PST(O)=

Pd(O)
(1)

SABER's PST can be interpreted as follows:

At off-axis angles less than 5° ,

scattered

light off of the rimary and secondary
mirrors that is imaged onto the detector
dominates. Scattered radiation from the scan

mirror reaching the detector becomes
significant at 5° and dominates by 15° . The
response steadily decreases with increasing
off-axis angles until the scan mirror becomes
totally shielded from the point source by the

fore baffle. This is indicated by the rapid
drop in the response after 22° . Multiple
scattering paths involving the scan mirror
account for the remaining off-axis response.

These paths include diffraction from the
entrance port edge and scatter from the fore
baffle knife edges which in turn scatter off

the scan mirror onto the detector. The
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Figure 2. SABER PST curves with %nd without Lyot stop

266 / SP1E Vol. 2553
Downloaded From: http://proceedings.spiedigitallibrary.org/ on 09/24/2014 Terms of Use: http://spiedl.org/terms

steady decline in the response after 22° results from the decrease in illumination of the entrance port edge and fore baffle.

To illustrate the importance of the Lyot stop, this design feature was removed from the analysis. The resulting PST curve is also
shown in Figure 2 (dashed line). Except for the region from 16° to 22° , the off-axis response is more than an order of magnitude
better when the Lyot stop is utilized. In fact, at angles less than 5° the response is three others of magnitude better. The reason for
the improved performance is that the Lyot stop blocks all of the scattered and diffracted radiation from the aperture stop and aperture
stop edge, respectively. So what happens in the 16° to 22° region? At 16° the fore baffle shields the aperture stop from the point
source, thus reducing the benefits of the Lyot stop. Scan mirror scatter dominates in this region. After 22° , the advantages of the
Lyot stop are again realized as multiple scattering paths from the aperture stop are blocked.

5. NONREJECTED RADIANCE
The non-rejected radiance (NRR) from the earth and the atmosphere was computed as SABER's field of view was scanned across
the earth limb by rotating the scan mirror. The earth-sensor geometry is illustrated in Figure 3, where x1y1z1 is the sensor coordinate
system, and the x2Y22 coordinate system defines the nadir (-z,) and the local horizon (y). NRR values were computed using the
following integral

NRR

= --i;i 2PST(O)L(h(8,4))sin(O)d0d4

(2)

where the vaiables ofintegration 0 and are the polar and azimuthal
angles of the senor as defined in the bubble in Figure 3, PST is the
point source transmittance function, L is the is the line-of-sight
radiance from the earth and the atmosphere, and Q is the solid angle
of the sensor field of view. PST functions were computed for each
scan mirror angle and each channel using APART. As is often done,
the above integral assumes PST values are symmetrical about the
baffle axis; that is, they are independent of the azimuthal angle .
Radiance values are assumed to be symmetrical about the center of
the earth so they are completely detennined by the tangent height. As
can be seen from Figure 3, the tangent height as a function of the

Z2

SABER coordinate
system oriented for
clearer view of
integration variables 9
and 4.

Xs,X2

variables of integration can be computed using the following
equations

0

v=

0

zi

(3)

-(s+R)
sin (O)cos (4))
u(O,4))

=

-sin(O)sin(4)sin() + cos (O)cos (t)

(4)

-sin(O)sin(4)cos() - cos(O)sin()
r(O,4)

=

u(O,4))v

(5)

w(O,4)) = v - r(O,4)u(O,4))

(6)

h(O,4)) = lw(O,4))I - R

(7)

Figure 3. Geometry of non-rejected radiance integration
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is negligible above tangent heights of 60 km for all channels since it is less than 1 NER. Below 60 km the NRR for somechannels
is more than 1 NER, but the percentage of signal due to NRR actually decreases below 60 km as shown in Figure 5. As can be
seen from this figure, NRR is less than 0.2% for tangent heights less than 60 km for all channels except the NO channel. The larger
NRR percentage values for this channel are not due to stray light problems but rather are due to the weak emissions in this channel.
The sensitivity of this channel would have to be improved to benefit from a better stray light design since for this channel NRR is
less than 1 NER for all tangent heights. For the other four channels the percentage increase above 60 km is due to decreasing signal
since the stray light input is decreasing with tangent height as shown in Figure 4. These computed NRR values verify the suitability
of the SABER stray light design because the effects of stray light on SABER's measurement capability are negligible.
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6. CONCLUSIONS
The SABER design allows for the effective use of stray light suppression features. These design features include an intermediate field
stop and a Lyot stop. Point source transmittance curves were computed using APART for 6 of SABER's 10 channels at scan mirror
angles corresponding to field-of-view tangent heights ranging from 20 to 140 km. The dominant stray light contributors to the nonrejected radiance from the earth and almosphere are scatter from the scan, primary and secondary mirrors. A method was described
for computing non-rejected radiance from both the earth and the atmosphere by extending the defmition of tangent height to include
negative values. For negative tangent heights the line-of-sight intercepts the earth and the radiance depends on earth and atmospheric

emissions as well as atmospheric absorption. Radiance profiles were computed using the line-by-line radiance code LINEPAK.
Curves of non-rejection radiance computed using this method indicate that stray light will not affect SABER's measurement capability.
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